SYLVANIAY TYPE 5853

JETEC Registration Data TR SWITCHING TUBE

The Type 5853 is a band-pass transmit-receive tube designed for
operation at approximately 3,000 megacycles.

——ELECTRICAL DATA ——n—

Frequency Range(l) ....cvvueanen e aeeen 2900 to 3200 me
Transmltter Peak Power(min.) ...eceesveecons veseeness 10 kw
Ignitor Characteristics:
Ignitor Voltage ........ Sha it iettieseseeasaoana . =700 volts
Ignitor Current ....ceeveecevscasasssacacs sessssas 200 pa

Ignitor Voltage DI'oP ...sevivevscrccneeseas 200 to 450 volts
Low Power Level Unfired Characteristices:

Insertion Loss(max.) ..u.vvvenevecnoocoronsns veeses 0.7 @b

Ignitor Interactlon(M8X.) «.veeescooracasa vevesse. 0.3 ab
High Power Level Flred Characteristlcs:

Flat Leakage Energy(mBX.,) s.veeecescsasesssssesess O erg

Spike Leakage Energy{meX.) ...eceecesscrcecescssss 0,3 erg

Recovery Time(750 kw){max.) v...veveevncnensraaesss 15 usec

—MECHANICAL DATA ——

Mounting Positlon ..ieverescrvienssen sreseserranasas ANY
Amblent Temperature R&nge .........ere0000:0. =40 to 100 °C

(1) With Voltage Standing Wave Ratio of 1.4 meximum,
EXHAUST TUBE MUST NOT

EXTEND BEYOND FLANGE
MORE THAN 1747
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3-25-54 SYLVANIA ELECTRIC PRODUCTS INC.
{740 Broadway New York 19, New York

MATER(AL FOR GASKET-
1% THICK BRASS BRA(D,
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